Studying the effect of spectral variations intensity of the incident solar radiation on the Si solar cells performance  by Ghitas, Ahmed Elsayed
NRIAG Journal of Astronomy and Geophysics (2012) 1, 165–171National Research Institute of Astronomy and Geophysics
NRIAG Journal of Astronomy and Geophysics
www.elsevier.com/locate/nrjagStudying the eﬀect of spectral variations intensity
of the incident solar radiation on the Si solar cells
performanceAhmed Elsayed Ghitas *National Research Institute of Astronomy and Geophysics, Helwan, Cairo, EgyptReceived 15 October 2012; accepted 9 December 2012
Available online 20 January 2013*
E
Pe
A
20
htKEYWORDS
Spectral solar radiation;
Spectrometer;
Multicrystalline photovoltaic
moduleTel.: +20 114 2706477.
-mail address: aghitas@hotm
er review under responsibil
stronomy and Geophysics.
Production an
90-9977 ª 2013 Production
tp://dx.doi.org/10.1016/j.nrjaail.com
ity of N
d hostin
and hosti
g.2012.12Abstract Solar spectral variation is important in characterization of photovoltaic devices. We
present results of an experimental investigation of the effects of the daily spectral variation on
the device performance of multicrystalline silicon photovoltaic module. The investigation concen-
trate on the analysis of outdoor solar spectral measurements carried out at 1 min intervals on clear
sky days. Short circuit current and open circuit voltage have been measured to describe the module
electrical performance. We have shown that the shift in the solar spectrum towards infrared has a
negative impact on the device performance of the module. The spectral bands in the visible region
contribute more to the short circuit current than the bands in the infrared region while the ultravi-
olet region contributes least. The quantitative effect of the spectral variation on the performance of
the photovoltaic module is reﬂected on their respective device performance parameters. The
decrease in the visible and the increase in infrared of the radiation spectra account for the decreased
current collection and hence power of the module.
ª 2013 Production and hosting by Elsevier B.V. on behalf of National Research Institute of Astronomy
and Geophysics.Introduction
The outputs of photovoltaic (PV) devices operating outside
under real working conditions are inﬂuenced by many environ-
mental factors, such as module temperature, incident irradi-
ance, and spectral irradiance distribution (Shaltout et al.,ational Research Institute of
g by Elsevier
ng by Elsevier B.V. on behalf of N
.0131992a,b; Takashi et al., 2007). Characterization of materials
is of importance for fabrication of any semiconductor device.
Generally, the ﬁnished products are tested and characterized
in order to improve and or maintain quality control (Kotnala
and Singh, 1986). Photovoltaic (PV) devices are usually
designed on the basis of standard meteorological data. How-
ever, spectral variation is not taken into account in the stan-
dard meteorological data which usually gives only the
absolute broadband global irradiance (Gottschalg et al.,
2003). The physical behaviour of solar cells and photovoltaic
modules under varying solar illumination and changing ambi-
ent temperature needs to be known. Usually these data are not
provided by the manufacturers and suppliers of PV products.
Moreover, the data provided most often are taken at test con-
ditions which hardly ever occur in practice (Durisch et al.,ational Research Institute of Astronomy and Geophysics.
166 A.E. Ghitas1996). The importance of spectral effects on PV devices has
been investigated by other authors such as Gottschalg et al.
(2003) and Kenny et al. (2006), on the basis of computer sim-
ulations and indoor measurements. Most of the investigations
reported have been based on ‘‘useful fractions’’, deﬁned as the
ratio of the observed spectral irradiation in the useful spectral
range of the PV device in question to the observed global irra-
diance (Durisch et al., 1996; Emery, 1986). In this paper, we
present the quantitative effects of the solar spectral variations
on the device performance of the multicrystalline silicon (mi-
Si) modules. The data used are based on outdoor measure-
ments on cloud free days.
Spectral response (SR) is one of the most important param-
eters in photovoltaic (PV) device characterization. It is deﬁned
as the ratio of the wavelength dependent photo-generated cur-
rent density to the incident photon ﬂux. The mathematical rep-
resentation of SR is
SRðkÞ ¼ JphðkÞ=GðkÞ ð1Þ
where Jph(k) is the total photo-generated current density at a
given wavelength k and G(k) is the spectral irradiance of the
incident light measured in W m2 nm1. However, in state-
of-the-art solar modules, the measured short-circuit current
density (Jsc) approximates Jph (Silvestre et al., 1999). Measure-
ment of the wavelength dependent Jsc(k), which approximate
the spectral response of the solar module is of prime impor-
tance in evaluating the material and device characteristics of
a PV module (Bell, 1978). Spectral response of PV devices is
in most cases reported in terms of quantum efﬁciency (QE),
which is a measure of how efﬁciently a device converts in com-
ing photons to charge carriers in an external circuit (Shaltout
et al., 2000).
SRðkÞ ¼ QEðkÞ  q  k
h  c ð2Þ
From Eq. (1), we can express the short-circuit current
ISC A/m
2 in terms of incident photon ﬂux G(k) as
JscðkÞ ¼ q
h  c
Z
SRðkÞ  GðkÞ  k  dk ð3Þ
where q is the electron charge, 1.6 · 1019 coul., k is the wave-
length, h is planks constant, 6.63 · 1034 J s, c is the speed of
light, 3 · 108 m/s, and QE(k) is the external quantum efﬁciency
of the cell, which is deﬁned as the ratio of the current of the
photo generated carriers to the photon ﬂux incident on the sur-
face of the solar cell (Singh et al., 2003). The short circuit cur-
rent is dependent on the spectral distribution of the incident
radiation. If any modiﬁcation of the spectrum of the incident
radiation is done, subsequent modiﬁcation of the short circuit
current should be noticed.
Experimental procedure
We investigated the effects of spectral variation on the perfor-
mance of multicrystalline (mi-Si) module. The module was
mounted on a ﬁxed tilted plate along with a Pyranometer at
the outdoor above the building of the National Research Insti-
tute of Astronomy and Geophysics (NRIAG) at Helwan,
Egypt as shown in Fig. 1(a). The plate is mounted South facing
at an inclination of 32 which is the optimum tilt angle in Sep-
tember month of this site (Elminir et al., 2006; Shaltout et al.,
1992a,b). Measurements of the module were performed for awhole day to collect adequate data for spectral variations for
the day. The equipments of the experiment for the spectral var-
iation measurements and its impacts on mc-Si module perfor-
mance are shown in Fig. 1.
Current–voltage measurements
The measurement of solar module short circuit current ISC and
open circuit voltage VOC data was performed by a visual basic
program automatically acquires all the module ISC  VOC data
together with global radiation from a Pyranometer through a
14Bit data logger, which is connected to a PC (Ghitas and
Sarby, 2009; Mageed et al., 2010). The program saves the data
in appropriate ﬁles. To determine the effects of spectral varia-
tion and its impacts on mc-Si module physical parameters, the
ISC  VOC data for the module was measured at every 10 s
intervals for the whole day.
Spectral irradiance measurements
The spectral measurements were performed by using a Fibre
Optic Spectrometer (USB650) (Fig. 1b and c) which was
mounted next to the solar module on the same site. Spectral
measurements were made at the beginning and end of the
day with the ISC  VOC measurement. This enabled us to en-
sure that there was no signiﬁcant change in spectral irradiance
during the ISC  VOC measurement. The spectral Sensitivity of
the CCD of the Spectrometer (Fig. 1c) is 75 photons per count
at 400 nm and the bandwidth of the instrument is 350–
1000 nm. The glass dome covering and base mounting of the
spectrometer sensor for environmental protection (Fig. 1b) is
designed by the author and calibrated for ﬁeld testing. The
Spectrometer sensor has a cosine corrected head which enables
it to correctly respond to and measure spectral irradiance at
various angles of incidence. Each characteristic spectrum mea-
sured comprises 651 measurement points at 1 nm steps across
the spectral range 350–1000 nm. The incident solar radiation is
recorded by using CMP3 Kipp & Zonen pyranometer
(Fig. 1a). The CMP3 is used in order to measure solar radia-
tion with high quality blackened thermopile that provides a
ﬂat spectral response for the full solar spectrum range.
Results and discussion
The measured of solar spectra from morning to before solar
noon during a typical clear sky day of 15 September 2012 is
shown in Fig. 2. For comparison, we have overlaid the tabu-
lated global spectrum in different air mass. It can be observed
that the absorption peaks by ozone, oxygen, and water mole-
cules in the measured spectra. Different parts of the spectrum
change differently with time of the day. The visible (VIS) part
of the spectrum (380–780 nm) experiences major variations
compared to the variations in the ultraviolet (UV) and the
infrared (IR) regions. We note that the absorption peaks do
not change signiﬁcantly with time but the integrated power
changes. This is because while the absorption by speciﬁc gasses
in the atmosphere changes the spectral content of the solar
radiation, they have a relatively minor impact on the inte-
grated power. Instead, the major factor reducing the power
from solar radiation is the absorption and scattering of light
due to air molecules and dust. This absorption process does
(a) mi-Si module at optimum 
angle with the radiation meter 
(b) Spectrometer sensor in 
the tested field. 
(c) Schematic diagram of the 
measuring Spectrometer device. 
Fig. 1 Field test equipments for the spectral variation measurements (b and c) and mc-Si module physical parameters measurements (a).
Fig. 2 Spectral irradiance variation versus time (A.Ms) on a clear sky measurement day.
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rather causes a power reduction dependent on the path length
through the atmosphere. At solar noon, the absorption due to
these atmospheric elements causes a relatively uniform reduc-
tion across the visible spectrum, so the incident light appears
white. However, for longer path lengths, higher energy (lower
wavelength) light is more effectively absorbed and scattered.
Hence in the morning and evening the sun appears much red-
der and has a lower intensity than in the middle of the day
(Okullo et al., 2011). The effects of these variations on the elec-
trical output of the mi-Si PV module are shown in Table 1. It
can be noted that as the radiation increases, the corresponding
I–V changes, with ISC increasing with irradiance. Note that
Fig. 3 shows the spectra of solar radiation at time 06:33:44
and 16:51:05 on one of the measurement days (15/9/2012).
The values of irradiance at these times were comparatively sim-
ilar but the corresponding spectral distribution was different.
The relative difference between the two spectra is presented
in Fig. 4. It can be noted that from the 375 nm to the wave-
length of about 650 nm, the values of the spectrum at
16:51:05 were greater than those at time 06:33:44. However,beyond 650 nm the spectral values at 06:33:44 were higher than
the corresponding values at 16:51:05 and the relative difference
increased to 10% as shown in Fig. 4. There is more IR and less
VIS in the later spectrum. To quantify the spectral effects on
the electrical output of the module, we present the device
parameters of the mc-Si module in Table 1. It can be observed
that the most affected parameters are ISC, Power and the least
affected parameter is VOC. The electrical output therefore de-
pends largely on the VIS part of the spectrum and less on
the IR. Fig. 5 shows the spectral response (SR) of a typical
mc-Si module overlaid on the spectra presented in Fig. 4.
The SR curve shows a decrease in the long wavelength conver-
sion into current. Note that the spectra presented have very
small values in the wavelength range of 750–1000 nm while
SR have maximum peak. We used the SR in Fig. 5 to calculate
asymptotically the contributions by different parts of the solar
spectrum to the photo-generated current, which is usually esti-
mated by the measurable ISC. The results are presented in
Table 1.
Taking into account the area of the module, the calculation
was based on Eq. (1) and the spectra were partitioned into
Table 1 Electrical parameters of multicrystalline (mc-Si) module with versus time.
Time Radiation (W/m2) ISC (A) VOC (V) Power (W)
06:33:34 152.18 1.535 2.155 3.31
16:51:36 152.18 1.62 2.0407 3.306
Diﬀerences (%) 00 5.25 5.6 8.3
07:00:05 266.28 2.9588 2.193 6.489
16:22:32 266.28 3.1945 2.08178 6.65
Diﬀerences (%) 00 7.4 5.3 2.4
07:15:36 345.069 3.9533 2.2004 8.699
16:08:50 345.069 4.038 2.0844 8.4175
Diﬀerences (%) 00 2.1 5.5 3.3
08:15:09 633.039 7.6673 2.18579 16.759
15:0:29 633.0398 7.8699 2.0949 16.487
Diﬀerences (%) 00 2.5 4.34 1.65
09:27:09 904.7 11.2247 2.1286 23.8958
13:46:17 904.7 11.334 2.0613 23.3628
Diﬀerences (%) 00 0.964 3.26 2.28
10:30:08 1050.05 12.9507 2.1057 27.2705
12:44:56 1051.4 12.8706 2.0700 26.641
Diﬀerences (%) 0.12 0.622 1.7 2.36
Fig. 3 Comparatively similar irradiance but different solar spectra recorded at different times on the same day (15/9/2012).
168 A.E. Ghitasbands of UV, VIS and IR, that is the wavelength ranges of
350–380, 380–750 and 750–1000 nm, respectively. The results
indicate that the VIS band of the spectrum at 16:51:05, con-
tributed to ISC more than the corresponding band in the spec-
trum at 06:33:44. However, the IR band of the spectrum at
06:33:44 gave more contribute on to ISC than the correspond-
ing band from the spectrum at 16:51:05. This is because as
shown in Fig. 3 there is more IR in the spectrum at 06:33:44
than in the spectrum at 16:51:05. But the increased contribu-
tion by IR does not appreciably offset the decrease in ISC
caused by the decrease in the VIS part of the spectrum. The
most important reason is that the electrical performance of
PV mc-Si modules is heavily inﬂuenced by the visible part of
the spectrum, and any shift in the spectrum results in signiﬁ-
cant non-linear impacts on ISC and other parameters. Thespectrum at 06:33:44 has less visible but more infrared compo-
nents, accounting for the decreased current collection and
hence power. The blue part of the spectrum enhances charge
carrier collection at the emitter or n-type region of the solar
cell, which in turn depends upon the surface recombination
velocity and the junction depth (usually close to the surface).
The minority carrier life time in the p-type region of the mod-
ule governs the long wavelength response (Shaltout et al.,
2000).
Therefore the red part of the spectrum penetrates the p–n
junction into the base of the module. Infrared, however, con-
tributes little to ISC. This is most likely due to incomplete
absorption of the long wavelength photon. Most of the energy
of these long wavelength photons is given as heat to the PV
module, which in turn has a negative impact on its
Fig. 4 The Relative differences between the spectra at the same amount of radiation.
Fig. 5 Spectra of comparatively same irradiance at different times on the same day with spectral response of multicrystalline cell mi-Si.
Fig. 6 Daily proﬁle of the measured solar module short circuit current, open circuit voltage and electrical output power.
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ule with wavelength against spectra. It can be observed from
this ﬁgure that the bands in the UV gave very little contribu-tions to ISC but the wavelength ranges 380–930 nm in both
spectra gave large contributions to ISC. However, the VIS con-
tributions to ISC from the spectrum at 16:51:05 were more than
Fig. 7 Daily proﬁle of incident solar radiation along with module output power.
170 A.E. Ghitasthe contribution in the corresponding band from the spectrum
at 06:33:44. The total values of ISC integrated overall wave-
lengths from 350 to 1000 nm at 16:51:05 and 06:33:44 were,
respectively, 1.62 and 1.535A as indicated in Table 1. Fig. 6
shows the daily proﬁle of the recorded solar module short cir-
cuit current ISC, open circuit voltage VOC and electrical output
power Pout.
The maximum module open circuit voltage value is about
2.2 V for the series connection of the four solar cells (VOC of
each cell is 0.55 V). In the meantime, the module reaches
its maximum short circuit current (14 A) to achieve about
28 W output power around the true noon time. Fig. 7 demon-
strates the module electrical output power Pout along with the
incident solar radiation intensity Pinc on its module surface in
case of the optimum tilted orientation. The differences of the
short circuit current from morning to near the noon are always
positive with comparative values, except at noon is negative, as
tabulated in Table 1. The differences of the open circuit volt-
age are always negative with nearly same values except at
noon. This is because; the defences of the ambient temperature
have negative impact on the module voltage. The increasing of
the current dos not offset the detrimental decrease of the volt-
age and consequently the output power is decreased.
Conclusion
The presented work is the effects of variation in solar spectrum
on the performance of multicrystalline mc-Si module. The
morning spectra have more infrared compared to the late
afternoon spectra and this shift from VIS to IR has a small
negative impact on the device parameters of the module. The
spectral bands in the VIS region contribute more to ISC than
the bands in the IR region. This is because the blue part of
the spectrum enhances charge carrier collection at the emitter
of the solar cell, which in turn depends upon the surface
recombination velocity and the junction depth (usually close
to the surface). Also, the long wavelength (red) response is,
in part, determined by the minority carrier lifetime in the p-
type region of the module. Infrared on the other hand contrib-
utes little to ISC due to incomplete absorption of the long
wavelength photons whose energy is mostly given as heat to
the PV module. The UV region contributes least to the ISC be-
cause most of the short wavelength photons are absorbed onthe surface of the module before they generate charge carriers.
The quantitative effect of the spectral variation on the perfor-
mance of the PV module is shown on their respective device
performance parameters. For mc-Si, most affected device
parameter is Imax, and Pmax. The effect of the decrease in the
VIS of the second spectra is not appreciably offset by the in-
crease in IR, accounts for the decreased current collection
and hence power of the module. It can therefore be concluded
from this work that for a thorough understanding of the out-
door performance of mc-Si device spectral data are important.
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